Rarely Seen, Always There

BIGFOOT BREATHABLE is an advanced breathable non-woven
water resisant roofing underlayment. It keeps water out and
allows vapour to escape, helping to prvent the growth of mold
and rot in the roof deck. Breathable has all the benefits of
organic felt and synthetic underlayments with none of the
compromises.

Meets ASTM D4869 & D226
Coverage: 950sf per roll or less depending on overlap.
Use: Under composition high quality asphalt shingles, tile, or metal roofs.
Preparation: The desk surface must be dry and free of dust, dirt, loose nails, debris and other protrusions.
		

Damaged sheathing must be replaced.
Installation: Install BIGFOOT BREATHABLE horizontally (parallel) to the eave with the printed side up
		
with 3”(76mm) horizontal laps, and 6”(152mm) vertical laps.
		
On roof slopes less than 3:12 BIGFOOT BREATHABLE should be lapped at 24”(61cm) or to the center
		
line as printed over the underlying course.
Fastening: BIGFOOT BREATHABLE should be attached to the roof using plastic cap roofing nails
		
having a 1” (25mm) diameter plastic cap. Fasten at every O as printed on the sheet. Spacing shall be 6”
		
(15cm) at both horizontal and vertical laps.
		
The pre-printed nail pattern spacing described above applies to normal as well as
		
high wind conditions.

Note: 180-day UV resistance refers to standardized testing conducted to ensure product will not physically

		
		
		
		

degrade when exposed to UV. It is not related to withstanding water, snow, or wind. While BIGFOOT
BREATHABLE is water resistant, it is not waterproof. Do not use BIGFOOT BREATHABLE as a
temporary roof to protect property or possessions.
Greater than 16 perms vapour rating.

Specifications

BREATHABLE 30# Felt

Testing

Test Standard BREATHABLE

Roll Length

250’

72’

Tear Strength MD

ASTM4533

110lbs

Roll Width

48”

36”

Tensile Strength CD

ASTM D 751

95lbs

Weight

40lbs

60lbs

Roll Size

10sq

2.2sq

Vapor

Rolls/Pallet Weight

25/1000

30/1440

Elongation MD/CD

ASTM D 751

19% / 18%

Warranty

25 yr limited

None

Lbs/Sq

ASTM D5261

4.0lbs

Nominal Thickness

ASTM D1777

7 mils

Temperature Range

Internal Testing

-20F to 221F

Trapezoidal Tear Strength MD/CD ASTM D 4533

19lbs / 18lbs
>16 perms

